PCE data sheet

article#
article description

description long

country of origin
customs number

net weight

packaging quantitiy
minimum order quantitiy

ETIM 9.0
Type of current

Number of communication
conductors

Type vehicle side
Type infrastructure side

With Incable Control Box
(ICCB)

Charging mode

Nominal current

Nominal voltage

With temperature sensor
Cable length

Cable type

Contact material

Surface treatment contacts

ambient temperature
IK-code *)

HCEA

89832075-ss

EV charging cable (AC) Mode 3 Typ2 32A 3ph
22kW L=7,5m (open cable end) black

PCE-charging cable AC (mode 3, case C) for
electric vehicles (EV)

side 1: vehicle connector Type 2 with protection
cap (black)

side 2: open cable ends

cable length / type / cable color: 7,5m /flat / black
Rated current / rated voltage / charging power
(max.): 32A / 480V~ / 22kW

Protection class: IP54 (protective cap attached)
Tested in accordance with IEC 62196-1 and IEC
62196-2, test mark: VDE

PL
85444290
3.69 kg

1

1

EC002897
AC 3-phase
2

Type 2
Free conductor end
False

Mode 3
32A

480 V

False

7.5m
Straight
CuZn
Silver-plated

-30-50°C
IK10

*) The IK-test is not part of the IEC 60309 standard for industrial plugs and socket-outlets or the
IEC 60884 standard for household plugs and socket-outlets. PC Electric GmbH has therefore
tested the IK-codes of these products in accordance with IEC 62262 and according to the test
method of IEC 60068-2-75 Ehc, with conditioning for 48 hours at 40°C and a relative humidity of

95%.

Connection
tothe future

200 (PE)

Fahrzeugkupplung
Vehicle coupler

208
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